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BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 

• BLACK BORDERS 

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

• ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

. BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Problem Image Mailbox. 
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PUSH HERE TO INSTALL 
(TOP AND BOTTOM) 
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ECC°0(1S©©[M[N1E©T INSTRUCTIONS 

1) Remove seal and cover. Inspect service for damage or tampering. 
2) While holding meter in lift socket bypass handle then remove meter. 
3) With breaker ON install EK-DISConnect into proper EKSTROM LP extender. 
4) Verify breaker is ON. Install both into socket lowering socket bypass handle down. 
'5) Switch EK-DISCONNECT breaker to OFF position then verify potential lights are all off. 
6) Squeeze the EJECTOR handle together to eject the EK-DISCONNECT from the LP extender. 
7) Replace socket cover then install EKSTROM bladed cover and HANDI-RING and reseal. 
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RECONNECT INSTRUCTIONS 

1) If possible have service disconnect turned off. 

2) Check for tampering, remove seals, HANDI-RING, cover and socket cover. 

3) With breaker in off position plug EK-DISCONNECT into LP extender. 

4) Verify load side potential lights are off then switch breaker ON. 

5) Lift the socket bypass handle and remove both from socket. 

6) Install meter and lower socket bypass handle. 

7) Replace socket cover and seal as required. 
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